
CHUSKA ENERGY COMPANY
3315 BLOOMFIELDHIGHWAY • FARMINGTON,NEW MEXICO87401 • PHONE: (505)3265525

P.O. BOX 780 • FARMINGTON,NEW MEXIC 874

19 September, 1990 SEP 24 1990

State of Utah Department of Natural Res
Division of Oil, Gas and Mining NÛ
355 West North Temple

- SEP 24 1990
3 Triad Building, Suite 350
Salt Lake city, Utah 84180-1203 NÛF

QikusS AMINING

Ref: Application for Permit to Drill
Cajon Summit 9M-1 Well, San Juan County, Utah

Gentlemen

Attached for your e×amination and approval is the original and two
copies of an Application for Permit to Drill the Cajon Summit 9M
Well No. 1 in San Juan County, Utah. This well will be drilled as
part of an ongoing exploration program.

The location for this well falls outside the guidelines for the
State of Utah spacing requirements. However, the location has been
sited in a position which will allow the well bore to penetrate
geological structures which have been identified by seismic
interpretation. We therefore apply for an e×ception to the General
State Spacing requirements. Chuska Energy controls the acreage
surrounding the proposed site, by virtue of a farmin agreement, as
indicated on the attached land plat.

Please advise if you require additional information concerning this
application. Chuska Energy will greatly appreciate your prompt
consideration.

Sincerely,

Larr G. Sessions
Operations Manager

LGS/cswh
File: C:\WP51\CAJNSUMM.9M\APDCOVER



STATE OF IJTAH
DIVISION OF OIL, GAS AND MINING

5. Larse Designation and Serial lo.

NOG 8702-1116

APP.lCATION¯01 PR TTO)RILL,DE¯PIN,0 P.UGBACK5. If indin, Anotta e Ribe inn

ta. Type of work Navajo Tribal
DR I LL i DEEPEN PLUG BACK 1. e it Aar...ent has

b. Type of tell
Gil Gas Single Nultiple
fell tell other Orne 8. Farm or Lessa itse

2. Name of operator Cajon Summit 9M
Chuska Energy Company eli no.

3. Address of 0perator

P.O. Box 780, Farmington, New Me×ico 87499 4 1990 . n.is and resi, or suden
4. Location of Isil (Report location cisarly and in accordance with any stata require ents.*)

At Surface 470' FSL, 890' FWL À$1Û¾OF 11. 44, sec., I., a., n., or sik,
and Surray or Area

At proposed prod. ren. Sm \$ b) S9 T40S R25E
14. Distance in miles and direction fres nearest townor post office* 12. County or Parish 13. State

7 mi les North of Aneth, Utah San Juan Utah
15. Distance from proposed location to nearest* 15, No. of acres in lease 11, No. Jf acres assigned

property or lease line, ft. to tiis well
(Also to nearest drig, line, if any) 49,997

18. Distance from proposed location* 19. Proposed depth 20. Rotary or cable tools
to nearest well, drilling, compisted,
or applied for, on this lease, ft. 4,357 6,045 GR gh Rotary

21. Elevations (Show whether DF, RT, GR, etc.) 22, Approx. date work will start*

4,960' GR 12-19-90
23.

PROPOSEDCASINGANDCEMENTINGPROGRAM
Site of Hole Size of Casing feight per Foot Setting Depth Quantity of Coment

12 1/4" 8 5/8" 24 1b 500' 371 sx '0' + 2%Cacio
7 7/8" 5 1/2" 15.5 1b 6,045' 839 sx '0', 65:35 Poz + 6%Gel

OIL ANDGAS
Refer to attached 10-Point Drilling Plan etc. OPN RJ/

JPB Gi H

DIS SLS

CROR.M

Fr.E

II ABOVESPACEDESCilBE PROPOSEDPROGRAN: If p(oposal is to deepen or plus back, give data on present productive zone and proposed new productive
zone. If proposal is to dril r des en directionally, give partinent data on subsurface locations and usasured and true vertical depths. Give blevout
preventer program, if a
24. I hereby cert t sS t a true i coup e to the best of my knowledia,

signed vit¡, Petroldum Engineer a,t, 19 September, 1990
Ch pher i i Will ,

(This space fo Federal or StaÏeoffice use) APPROVED BY THE STATE
API 10. Approval sat. OF UTAH DIVISI N F

OI GAS, AND
Approved by Title - a e
Conditions of approval, if any:

*See Instructions On Reverse
L ING:



WELL LOCATION ANÞ ACP.EACE DEDICATION PLAT N

1-=1ooo•

.
eso'

470'

WELL LOCATION DESCRIPTION:
CHUSKA ENERGY COMPANY, Cajon Summit 9 - M - 1

.
470'FSL & 890'PWL
Section 9, T.40 $., R.25 E., SLM .

San Juan, UT.
4960' ground elevation
State plane coordinates from sesmic control:

x * 2,673,879 y = 245,246 e LAmo

The above plat is true and correct to my know ng .

revised get
18 September 1990 Geral . Hu t , LS

213 East Montezuma Avenu . Cortes, Colorado 81321 .
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CHUSKA ENERGY COMPANY

10 POINT DRILLING PLAN

Cajon Summit 9M Well No. 1
Section 9, Township 405, Range 25E

470' FSL, 890' FWL
San Juan County, Utah

1. SURFACE FORMATION

Geological name of surface formation: Morrison

2. ELEVATION

Surface elevation is 4,960' GR.

3. ESTIMATED FORMATION TOPS

Sub Sea
Depth Formation Elevation

Surface Morrison + 4,960'

1,660 ffiTnli + 3,300
2,760' DeChelly + 2,200'
2,895' Organ Rock + 2,065'
3,575' Cedar Mesa + 1,385'
4,700' Hermosa + 260'
5,615' Upper Ismay - 655'
5,730' Lower Ismay - 770' Secondary Objective
5,805' Desert Creek - 845' Primary Objective
5,985' Akah - 1,025'
6,045' Total Depth - 1,085'

4. PROPOSED CASING/CEMENTING PROGRAM

Depth Size Weight Grade coupling

Surface 500' 8 5/8" 24 lb K-55 STC
Production: 6,045' 5 1/2" 15.5 lb K-55 · STC

Surface Cementing:

371 s× (427 ft3) Class 'G' cement with 2% caC12 a d 1/4 1b/sk
Celloflake. Weight = 15.8 ppg, yield = 1.15 ft /sk. Slurry
volume calculated at 100% excess over annular



Production Cementing:

First Stage

T.D. to 3,500' (stage collar @ + 3,500'). Lead with 197 sx
Class 'G' cement, 65:35 Pozmix, with 6% gel and 1/4 lb/sk
Celloflake. Weight = 12.7 ppg, yield = 1.85 ft3/sk. Tail with
187 sx Class 'G' cement with 2% C C12. Weight = 15.8 ppg,
yield = 1.15 ft3/sk. Total of 579 ft . Bring Class 'G' slurry
to 500' above top of Upper Ismay. Cement volumes calculated at
30% excess in open hole.

Second StaAe

3,500' to surface. Lead with 355 s× Class 'G' cement, 65:35
Pozmix with 6% gel and 1/4 lb/sk Celloflake. Weight =

12.7 ppg, yield = 1.85 ft/sk. Tail with 100 sx Class 'G'
cement with 2% gaC12. Weight = 15.8 ppg, yield = 1.15 ft3/sk.
Total of 772 ft . Cement volumes calculated at 30% e×cess in
open hole.

Note: E×act slurry volumes for the production string will
be adjusted according to the cal iper log which will
be run prior to cementing. Special adjustments may
be necessary if significant amounts of salt are
drilled.

5. BLOWOUT PREVENTER (See attached schematics)

As abnormal pressure is not anticipated, a 2,000 psi BOP
system would be sufficient for the drilling of this well.
However, due to availability constraints, a 3,000 psi system
will be used, as per the attached Exhibits "A" and "B". This
will be a 10" x 900 Series double ram preventer, equipped with
a set of pipe and blind rams.

An accumulator system, with a pressure capacity sufficient to
operate the rams three complete cycles without rig power, will
be required as part of the rig equipment.

6. PROPOSED MUD PROGRAM

Surface to 5,000'

Fresh water, gel, lime and native solids. Weight 8.3 -

8.7 ppg. Gel/lime sweeps as necessary for hole cleaning.

5,000' to T.D.

Low solids, non-dispersed polymer system. Weight 8.6 - 9.5
ppg. Gel/1ime sweeps as hole conditions dictate for hole
cleaning. Fluid loss to be maintained at 15 - 20 cc. Fluid
loss to be further reduced to 15 cc or less prior to coring,
logging or



7. AUXILIARY EQUIPMENT

A. A kelly cock will be installed during drilling
operations, with handle available on the rig floor.

B. Floor (stabbing) valves will be available, on the rig
floor at all times, with necessary subs to fit all of the
drilling assemblies.

C. Mud will be the circulating fluid. No abnormal formation
pressures are e×pected.

8. WELL EVALUATION

Open hole electric logging program will consist of a minimum
program of DLL-MSFL-SP-GR-Cal, FDC-CNL-GR-Lithodensity from
T.D. to 4,500'.

Coring and/or drill stem testing will be as per the wellsite
geologist's recommendations, based on shows. A mud logging
unit will be utilized during drilling operations from at least
500' above the Upper Ismay.

9. ABNORMAL PRESSURES/GAS

hydrocarbon shows will be by wellsite mud logging unit. 115
gas is not anticipated, however regular checks will be made
while drilling the well.

10. TIMING

The drilling and evaluation of this well is estimated to be 16
days. Anticipated spud date is
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DETAILED DRILLING PROGRAM

DATE: 19 September, 1990

WELL NAME: Cajon Summit 9M WELL NO.: 1

LOCATION: Section 9, Township 40S, Range 25E
470' FSL, 890' FWL
San Juan County, Utah

ELEVATION: 4,960° GR

TOTAL DEPTH: 6,045' GR

PROJECTED HORIZON: Primary target is Desert Creek at 5,805'.
Secondary target is Lower Ismay at 5,730'.

DRILLING, CASING AND CEMENTING PROGRAM

1. Move in and rig up rotary tools. Notify BLM of time of spud
and intent to run surface casing.

2. Drill mouse hole and rat hole. Mix mud prior to spudding well.

3. Dri11 12 1/4" hole to ± 500' Use fresh water gelf1ime spud
mud for drilling surface hole. Well bore inclination is not to
exceed 1° at 500'. Deviation surveys will be run at least at
250' and at casing point.

4. Run 8 5/8" 24 lb/ft, K-55, STC casing to T.D. Cement with 371
sx (427 ft ) of Class 'G' cement with 2% CaC12 and 1/4 1b/sk
Celloflake (sufficient slurry volume to circulate cement to
surface)

5. W.O.C. a minimum of 4 hours prior to nippling up BOP stack and
related equipment. See BOP schematics for details.

6. Ensure that plus has been down at least 8 hours prior to
commencing pressure testing procedures. Pressure test BOP to
2,000 psig for 30 minutes. Pressure test manifold and all
related equipment to 2,000 psig. Pressure test casing to 1,500
psig for 30 min.

7. Drill out surface casing with 7 7/8" bit. Drill 7 7/8" hole to
T.D. Deviation surveys are to be taken every 500' or on a bit
trip, whichever occurs first. Ma×imum allowable deviation will
be 5° at T.D., with the maximum allowable rate of change to be
1°/100'.

8. Run open hole logs and evaluate. Coring and/or drill stem
testing will be as per wellsite geologist's recommendation.

9. If the well is determined to be productive, run 5 1/2", 15.5
lb/ft, K-55, STC casing to T.D. Set stage cementing collar at
± 3,500'. In addition to placing centralizers over



production zones, they will also be run to cover the aquifer
sands of the Navajo and Dechelly formations, as per BLM
stipulations. Cement production casing in two stages as per
cementing program in 10-point Drilling Plan.

10. Nipple down BOPE. Set 5 1/2" casing slips and cut off casing.
Install well head. Release drilling rig and move rig off
location.

11. If well is non-productive it will be plugged and abandoned as
per State, BLM and Navajo Tribal



Cajon Summit 9M Well No. 1
Section 9, Township 40S, Range 25E

470' FSL, 890' FWL
San Juan County, Utah

GENERAL COMPLETION PROCEDURE

If the well is determined to be productive, move in completion
rig. Perforate, acidize, and test each productive porosity
zone. Completion work will commence after Sundry Notice
approval is received. Detailed procedures will follow.

PLUGGING AND ABANDONMENT

If the well is determined not to be productive, the well bore
will be plugged as per BLM, State and Navajo Tribal



Cajon Summit 9M Well No. 1
Section 9, Township 40S, Range 25E

470' FSL, 890' FWL
San Juan County, Utah

SURFACE USE PLAN

1. EXISTING ROADS

Shown on the attached topographic map are the existing roads
in the immediate area. Outlined is the route to be followed
from Aneth. Existing roads will be maintained, as necessary,
while operations are in progress.

2. PLANNED ACCESS ROAD (SHOWN IN RED)

The access road will be as shown on the attached topographic
map. The road will be flat bladed, constructed 14' in width
and will be maintained as necessary to prevent excessive
damage to the existing terrain. The road will be upgraded if
commercial production is established. Approximately 1,500' of
new road will need to be constructed to the location pad. The
remainder of the access route will follow either e×isting
seismic lines or pipeline right of ways.

3. LOCATION OF EXISTING WELLS & TANK BATTERIES

There are no other producing wells or facilities in the
immediate area.

4. LOCATION OF EXISTING AND PROPOSED FACillTIES

No production facilities are presently in place. Should the
well prove to be productive, facilities (tank battery etc)
will be sited on the drilling location pad.

5. LOCATION & TYPE OF WATER SUPPLY

Water will be acquired from the San Juan River and will be
hauled using Chuska Energy Company water trucks, under State
of Utah Division of Water Rights Permit Number 09-1722,
(T64794).

6. SOURCE OF CONSTRUCTION MATERIALS

The need for additional construction materials is not
anticipated. In the event that additional materials are
required, they will be acquired either from private sources or
with the approval of the Navajo



7. METHODS OF HANDLING WASTE MATERIAL

Trash will be contained on location in an enclosed bin. It
will be hauled to an approved disposal site or burned on
location if a burning permit is granted. The reserve pit will
be lined, with an approved 7 mil liner, for containing
drilling fluids. The pit will also be fenced. All drilling
fluids, cuttings and chemical waste will be stored in the
reserve pit. Liquid hydrocarbons will be stored in temporary
storage tanks and hauled from location to approved sales
facilities. The reserve pit will be emptied, back filled and
restored to natural terrain status upon completion of drilling
operations.

8. ANCILLARY FACILITIES

Chemical portable toilet facilities will be provided on
location during drilling and completion operations. No camps
or air strips are planned for this well.

9. WELL SITE LAYOUT

Attached is a surveyor's staking plat, cut and fill diagram
and a schematic of the proposed rig layout.

10. PLANS FOR RESTORATION OF THE SURFACE

The location is laid out on an east/west trend and will
require up to 7' of cut in the reserve pit (up to 6' of cut in
the south eastern corner of the location pad) and up to 4' of
fill in the north western corner of the location pad. Top soil
removed from the pad will be stored at the well site. A
reserve pit will be built on terrain containing sparse native
vegetation. After drilling operations are complete, drilling
fluid in the reserve pit will be allowed to evaporate. All
remaining fluid in the pit will be disposed of into an
approved disposal site. The reserve pit will remain fenced
during the evaporation and disposal process. The pit will then
be covered and the topsoil will be returned to the disturbed
area. The terrain will be returned as near to its original
condition as possible. Following operations, rehabilitation
seeding will be in accordance with APD/BLM/BIA stipulations.
There are no residents in the immediate area of the site.

11. OPERATORS REPRESENTATIVE

CHUSKA ENERGY COMPANY
3315 BLOOMFIELD HIGHWAY

FARMINGTON, NEW MEXICO 87402
LARRY G.



12. CERTIFICATION

I hereby certify that ei.ther I , or persons under my direct
supervision have inspected the proposed drill site and access
route: that I am familiar with the conditions which presently
exist: that the statements made in this plan are, to the best
of my knowledge, true and correct and that the work planned
will be performed by Chuska Energy, or its sub-contractors, in
conformity with the terms and conditions under which it is
approved.

LA G. SESS IONS
Operations



CHUSKA ENERGY COMPANY LOCATION LAYOUT

CAJON SUMM I T 9M-1

470' FSL, 890' FWL

SECTION 9, TOWNSHIP 40S, RANGE 25E

SAN JUAN COUNTY, UTAH

325'

TRAILER

GENERATOR

PIPE RACK

RIG MUDPUMPS

MUDPl TS

MUDLOGGERS
RESERVE P I T

(100' x 100')

FLARE



Plan View Sketch Cajon Summit 9 -M - 1
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OPERATOR bd []
- DATE -0)

WELL NAME ( .O()
- SEC T COUNTY

API NUMBER TYPE OF LEASE

CHECK OFF:

.
.

PLAT . BOND N RLEST

' LEASE FIELD POTASH OR
ßL6rr) OIL SHALE

PROCESSING COHMENTS:

A PAPO L LETTER:R615-2-3

R615-3-2
UNIT

R615-3-3

CAUSE NO. & DATE

STIPULATIONS:

CC,'. J- Pt

CONFIDCrlTIAL
PERIOD

0218 T



State of Utah -

DEPARTMENT OF NATURAL RESOURCES
Norman H. Bangerter

DIVISION OF OIL, GAS AND MINING
Governor

Dee C. Hansen 355 West North Temple

Executive Director 3 Triad Center. Suite 350

Dianne R. Nielson, Ph.D. Salt Lake City, Utah 84180-1203

Division Director 801 -538-5340

September 28, 1990

Chuska Energy Company
P. O. Box 780
Farmington, New Mexico 87499

Gentlemen:

Re: Cajon Summit 9M #1 - SW SW Sec. 9, T. 40S, R. 25E - San Juan County, Utah
470' FSL, 890' FWL

Approval to drill the referenced well is hereby granted in accordance with Rule
R615-3-3, Oil and Gas Conservation General Rules.

In addition, the following actions are necessary to fully comply with this approval:

1. Spudding notification within 24 hours after drilling operations commence.

2. Submittal of an Entity Action Form within five working days following
spudding and whenever a change in operations or interests necessitates an
entity status change.

3. Submittal of the Report of Water Encountered During Drilling, Form 7.

4. Prompt notification if it is necessary to plug and abandon the well. Notify R.
J. Firth, Associate Director, (Office) (801) 538-5340, (Home) 571-6068, or Jim
Thompson, Lead Inspector, (Home) 298-9318.

5. Compliance with the requirements of Rule R615-3-20, Gas Flaring or Venting,
Oil and Gas Conservation General Rules.

an equal opportunity



Page 2
Chuska Energy Company
Cajon Summit 9M #1
September 28, 1990

6. Prior to commencement of the proposed drillingoperations, plans for facilities
for disposal of sanitary wastes at the drill site shall be submitted to the local
health department. These drilling operations and any subsequent well
operations must be conducted in accordance with applicable state and local
health department regulations. A list of local health departments and copies
of applicable regulations are available from the Division of Environmental
Health, Bureau of General Sanitation, telephone (801)538-6121.

7. This approval shall expire one (1) year after date of issuance unless
substantial and continuous operation is underway or an application for an
extension is made prior to the approval expiration date.

The API number assigned to this well is 43-037-31563.

Sincerely,

R. . h
Associate Director, Oil & Gas

tas
Enclosures
cc: Bureau of Land Management

Bureau of Indian Affairs
J. L. Thompson



DIVISIONOFOIL,GASANDMINING
API NO. 43-037-31563

SPUDDIN6INFORTION

WE OFCOWANY: CHUSKA ENERGY COMPANY

WE WE: CAJON SUMMIT 9M¼#1

SECTION SWSW 9 IOWNSHIP 40s RANGE 25E (()UNTY SAN JUAN

DRI INGCONTRACTORÏlIRCHNESS

RIG# #/
SPUDDO:DATE11-5-90

Igg 3:00 p.m.

ÑOW ROTARY

DRILLING WILL C0t+1ENCE

REPORTEDBY TOM McGARTHY

IELEPHONE# 5059326-5525

11-6-90 SIGN TAS TAKEN BY:



CHUSKA ENERGY COMPANY
3315 BLOOMFIELDHIGHWAY • FARMINGTON,NEW MEXICO87401 • PHONE: (505)326-5525

P.O. BOX 780 • FARMINGTON,NEW MEXICO87499

12 November, 1990

State of Utah Department of Natural Resources
Division of Oil, Gas and Mining NOV15
355 West North Temple ÛÛ$
3 Triad Building, Suite 350
Salt Lake City, Utah 84180-1203

Ref: Sundry Notice: Cajon Summit 9M-1 Well
Spud/Set Surface Casing

Gentlemen

Attached for your examination and approval is the original and two
copies of the subject Sundry Notice.

Please advise if you require additional information concerning this
submission.

Sincerely,

La G. Sessions
Operations Manager

LGS/cswh
File: C:\WP51\CAJNSUMM.9M\SUNCOVER



FWI 9
STATEOF UTAH

D I V I S I ON OF O I L , GAS AND MI N I NG 5. LEASEDESIBIATl0K ANDSERIAL 50.

NOG 8702-1116

SUNDRYNOTICESANDREPORTSONWELLS ' ""'""^"°""°"""""'

(De not use this form for proposals to drill or to despan or plus back to a different reservoir.
Use "APPLICATIONFORPERMIT-"for such proposa Navajo Tribal

1.

L STiiER

IIT AGREEMENTRANE

2. IANE OF 0PERAT0i ARI 08 LEASERANE

Chuska Energy Company N0Y 15 1990 Cajon Smmit 9M
3. ADDRESSOF 0PERATOR 9. WELL80.

P.O. Bo× 780, Farmington, New Mexico 87499 DMSIONOF 1
4. LGCAfl05 GF IELL (Esport location clearly and ín accordance with any State requUlåtggg g ggg 10. FIELD ANDP00L, GR WILOCAT

See also space 11 belos.)
at surr... 470' FSL, 890' FWL Wildcat

11. SEC., T., R., M., GR BLK. AND
SURVEYOR AREA

At proposed pres. rene Same
S9 T40S R25E

14. PEtill 50. 15. ELEVATItiS (Show whether DF, RT, ti etc.) 12. 800MTVGR PARISII 13. STATE

43-037-31563 4 , 960 ' GR San Juan Utah

15. CheckAppropriate BoxTo Indicate Nature of Notice, Report, or otherData
80TICE GF lifEITl05 T0: SUBSEQUERTREP0RTOF:

TEST WATERSHUT-0FF PULL08 ALT£8 CAtlIG WATERSBUT-0FF REPAIRINGWELL

FRACTURETREAT NULTIPLE FRA¢TURETR£ATNEIT ALTERINGCAtlit

SIIGOTGR ACIOllE ASANOGI* Sli00Tilt 08 Atl0Illit ABAIDGillEIT*

REPAIRTELL CHANGEPLAIS (0ther)
(10TE: Report results of multiple completion on Well

(0ther) Completion or Recompletion Report and Los Form

APPIGI. BATEWORKt|LL START DATEOF 00NPLET¡og
11-5-90

11. DEsciliE PR0P0SEDGR 00MPLETED0PERATIGIS: (Clearly state all pertinent details, and give pertinent dates, includios estimated date of starting any
proposed work. If sell is directionally drilled, give subsurface locations and sessured and true vertical depths for all markers and zones parti-

sent to this work.)
* Nust be accompanied by a coment verification report.

Spu d e11 at 1330 brs, 11-5-90, with Burgess Corrosion inc. Rig #1. Verbal notification
o BLM and State of Utah on 11-5-90, by Tom R. McCarthy.

Drilled 12 1/4" hole to 500'. Rigged and ran 12 joints 8 5/8", 24 lb/ft, K-55, stc casing,
fitted with guide shoe and float collar. Landed at 488'. Cemented with 400 sx Class 'G'
cement with 2% CaC1, and 1/4 lb/sk Cel lof lake. Displaced with water. Cement returns to
surface. Float held OK.

18. I hereby car inn is se and c rect

SitiEO TITLE Petroleum Engineer gave 12 Ilovember,1990

(This space for Federaldoffics use)

APPROVEDBY TITLE BATE
CONDITIGit GF APPROVAL,IF ARY:

See Instructions On Reverse Side



STATEOF UTAH OPERATORChuska Energy Company OPERATORACCT.NO, NÎ>ÎO
DIVISIONOF OIL, GASANDMINING

ADDRESSP.O.Box780, Farmington,NewMexico87499
ENTITY ACTION FORM - FORM6

ACTION CURRENT NEW API NUMBER WELLNAME WELLLOCATION SPUD EFFECTIVE
CODE ENTITYNO. ENTITYNO. QQ SC TP RG COUNTY DATE DATE

A 6 43-037-31563 Cajon Summit 9MA / SW/SW 9 408 25E San Juan 11-5-90

WELL1 COMMENTS:
Spudded well at 1330hrs, 11-5-90, with Burgess Corrosion Inc. Rig #1. Verbal notification given to BLMand State of Utah on 11-5-90, by TomR. McCarthy.

I |
WELL3 COMMENTS:

WELL4 COMMENTS: $1
NOV15 1990

WELL5 COMMENTS:

ACTIONCODESSee instructions on back of form)
A - Establish newentity for newwell (single well only)
B - Add newwell to existing entity (groupor unit well) S ure -----

~"

C - Re-assign well from one existing entity to another existing entity
D - Re-assign well from one existing entity to a newentity Petroleum Engineer 1FE40
E - Other (explain in commentssection) Title Date

NOTE:Use COMMENTsection to explain whyeach Action Code was selected. Phone No. 505-328-5525



Division of Oil, Gas and Mining
PHONE CONVERSATION DOCUMENTATION.FORM

Route original/co o: ' •

t 3 Well File l ] Suspense E] Other
9 #/ - / (Return Date)

(Location) Sec_¶i'_Twp/0.CRng?TC (To - Initials)
(API No.)

1. Date of Phone Call: Time:

2. DOGM Employee (name) (Initiated Call t 3)
T lkeedto

(Initiated Call Phone No. ar32b
of (Company/Organization)

3. Topic of Conversation:

4. Highlights of



CHUSKA ENERGY COMPANY
3315 BLOOMFIELDHIGHWAY • FARMINGTON, NEW MEXICO87401 • PHONE: (505)326-5525

3 Dec ember , 19 9 0

P.O. BOX 780 • FARMINGTON, EW

g 006 1990
State of Utah Department of Natural Resources
Division of Oil, Gas and Mining I)MSIONOF
355 West North Temple OtL,0AS&MINING
3 Triad Building, Suite 350
Salt Lake city, Utah 84180-1203

Ref: Sundry Notice: Cajon Summit 9M-1 Well Abandonment

Gentlemen

Attached for your e×amination and approval is the original and two
copies of the subject Sundry Notice.

Please advise if you require additional information concerning this
submission.

Sincerely,

L G. Sessions
Operations Manager

LGS/cswh
File: C:\WP51\CAJNSUMM.9M\P&ASUN.CVR



FORM9
TE OF UTAH

D I V I S ION OF O I L , GAS AND MI N I NG 5, LEASEDESIGRATIONANDSERIAL 50.

NOG 8702-1116

SUNDRYNOTICESANDREPORTSONWELLS 5. IF IRDIAI, ALLOTTEE08 TRIBE IAKE

(Do not use this form for proposals to drill or to deepen or plus back to a different reservoir,
use "APPLICATIONFORPERMIT--"for such preessals.) Navajo Tribal

1. 1. WilT AGREENEifNANE

2. NANEOF 0PERATOR N 08 LEASENANE

Chuska Energy Company jon Sunmit 9M
3. ADDRESSOF GPERATOR L 80.bÈC 08 1990P.O. Bo× 780, Farmington, New Me×ico 87499 1
4. LOCATIONOF RELL (Report location clearly and in accordance with any State requiremeng 10. FIELD ANDP00L, 08 IILOCAT

See also space 11 beley.) UÍ½
At surfac. 470' FSL, 890' FWL 00 GAS& wildcat

11. SEC., T., 8,, N., 08 BLK. AND
SURVEYOR AREA

At proposed prod. zone Same
S9 T40S R25E

14. PERlllT 50. 15. ELEVATICIS(Show whether DF, RT, 48 etc.) 12. COUNTYOR PARISH 13. STATE

43-037-31563 4,960' GR San Juan Utah

is. CheckAppropriate BoxTo Indicate Nature of Notice, Report, or otherData
NOTICEOF llTENTION TO: SUBSEQUENTREPORTOF:

TEST WATERSRUT-0FF PULLGR ALTERCASING IATER SilUT-0FF REPAIRINGRELL

FRACTURETREAT NULTIPLE FRACTURETREATNENT ALTERINGCASING

SHOOTGR ACIDilE ABANDON* SHOOTINGOR ACIDIllIG ABARDGINEITe X
REFAIRWELL CHAißE PLANS (0ther)

(10TE: Report results of multiple completion on Well(0ther) Completion or,iscompletion Report and Los Form

APPR01. DATEfoRK WILLSTART DATEOF COMPLETI0s F90
11. DES¢RISEPROPOSEDGlt C0NPLETED0PERATIGis: (Clearly state all pertinent details, and sive partinent dates, including astimated date of starting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true rartical depths for all markers and zones parti-

nant to this work.)
* Must be accompanied by a cement verification report.

Drilled to 6,022' TD. After Evaluation, plugged and abandoned well. Verbal notification of
intent to P & A given to State of Utah (Frank Matthews) by Chris Hill at 1550 hrs, 11-30-90.

Plug #1: 6020'-5604' 160 sx Class 'G" Desert Creek, Lower Ismay, Upper Ismay
Plug #2: 4800'-4700' 50 sx Class 'G' Hermosa
Plug #3: 2825'-2725' 50 sx Class 'G' DeChel ly
Plug #4: 1750'-1650' 50 sx Class 'G' Chin1e
Plug #5: 538'- 438' 50 sx Class 'G' Surface Casing Shoe
Plug #6: 50'- O' 20 s× Class 'G' Surface

Plugging operations completed 1030 hrs, 12-1-90. Rig released 1600 hrs, 12-1-90.

18. I hereby c i at of es e is re and rrect

e 149, er su nill , /
TITLE Petroleum Engineer este 3 Deceinber,19¾

(This space for Federal or Stata-offilis use)

APPR0TEDBY TITLE DATE
CONDIT1085CF APPROVAL,IF ANY:

See Instructions On Reverse Side



CHUSKA ENERGY COMPANY
3315 BLOOMFIELDHIGHWAY • FARMINGTON, NEW MEXICO87401 • PHONE: (505)326-5525

P.O. BOX 780 • FARMINGTON, NEW MEXICO87499

10 December, 1990 DEC13 1990 A

State of Utah Department of Natural Resources EULGAS&MÑ¾eDivision of Oil, Gas and Mining
355 West North Temple
3 Triad Building, Suite 350
Salt Lake City, Utah 84180-1203

Ref: Completion Report: Cajon Summit 9M-1 Well

Gentlemen

Attached for your e×amination and approval is the original and two
copies of the subject completion Report.

Please advise if you require additional information concerning this
submission.

Sincerely,

Larr G. Sessions
Operations Manager

LGS/cswh
File: C:\WP51\CAJNSUMM.9M\CRCOVER



FORM8

S E OF UTAH
5. LEASEDESitiATICI ANDSERIAL 10DIVISION OF OIL, GAS AND MINING '

NOG 8702-1116

WELLCOMPLETIONORRECOMPLETIONREPORTMDLOG S. IF IMIM, AR0DEE 08 TRIBE NAWE

Nava,io Tribal18. TYPEOFWELL: Sther 1. 081T AGREENEITNAME
b. TYPEOFCOMPLETl0N: Mf;NEW W0RK DEEP- PLUG DIFF.

RELL CVER EN BACK RESTR 0 her FARNOR LEASENANE
2. NAMEGF GPERAfon Ca¾n Smit 9M

Chuska Energy Company DË HLL 80.
3. ADDRESSOF GPERATOR

P.O. Bo× 780, Farmington, New Me×ico 87499 Um 10. FIELD ANDP00L, 08 IILOCAT
4. L0¢ATl01 GF RELL(Report location clearly and in accordance with any State req¾ÑÀ$&Mggg Wi ldcat

At Surface 470' FSL, 890' FWL 11, SEC., T., R., N., 08 BL0CKANDSURVEY
OR AREA

At top prod. interval reported belo! Same
At total dorth Same S9 T40S R25E

14. API 10. (R DATEISSUED 18. 400tTY 13, STATE
43-037-31563 9-28-90 San Juan Utah

15. DATESPUDDED 18. DATET.0, REACilED 11. DATEC0MPL. (Isady to prod.) 18. ELEVATlois (DF, RKB RT, GR ETC.) 19. ELEV. CASINGHEAD
or11-5-90 11-28-90 12-1-90 (Plus & Abd.) 4 960' GR 4,960'

20. TOTALDEPTH,80 & 21. PLUGBACKT.D., 80 & TVD 22. IF NULTIPLECONPL., 23, 18TERVALS R0TARY700LS CABLET00LS
809 MARY ORILLEDBY \ \6,022' MD Surface - I I Rotary |

24. PRODUClit INTERVAL(S),GF THIS CONPLETloi - 10P, 80TTolt, RAKE(KD ANDTYO) 25. WASDIRECTielAL
SURVEYNADE

No
25. TYPEELECTilC AWD0TilER LOSS Rui 21. lAS WELL00RED YES 50 (Suban analysis)LDT/CNL/GR/Cal , DLL/MSFL/GR/Cal ;-

BHOS/OR/Ca l , MSCT DRILL STENTEST YES ILJ 80 (See reverse side)
28. CASINGREQQRD(ieport all strings set in well)

CASINGSilE WEIGlif. LB.IFT. BEPTilSET (80) H0LE SilE CENEiflIG REC080 ANGUITPULLEO
8 5/8" 24 500 12 1/4" 400sx '6', Cementto surface

29. LINERRECORD as. TUBINGRECORD
SilE TCP (ND) 80TT0N (ND) SACKSCENEIT SCREEN(NO) SilE DEPTHSET (80) PACKERSET (ND)

31. PERF0RATl0NRECORD(laterval, size and number) at. ACID,SHOT,FRACTURE,CEMENTSQUEEZE,ETC.
DEPTHINTERVAL(50) ANGUITANDKIND0F NATERIALUSED

33, PRODUCTl0N
DATEFIRST PRODUCTION PR000CTICI NETIt00(Florins, gas lift, pumping - size and type of pump) RELLSTATUS(Producing or

shut in)
P & A

DATEOF TEST NGURSTESTED CH0KESilE PROD'I. F0R OIL - BBL, GAS - NCF. WATER- BBL, GAS-0\L RATIG
TEST PERIOD

FLOW.TUBINGFRESS, CASINGPRESSURE CALCULATED CIL - BBL, GAS - NCF, WATER- BSL, CIL GRAVITV-API(CCER.)24-11008RATE

34. DISP0SITION 0F SAS (Sold, used for fuel, vented, etc.) TEST flTIESSED 87

35. LIST OF ATTAClinENTS

35. I hereby certif and a ched in mation is complete and correct as determined from all available records

SIGNED / TITLE Petroleum Engineer DATE 12-3-90
risto , 11

See Spaces for Additional Data on Reverse Side
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CHUSKA ENERGY COMPANY
1775 SHERMANSTREET- SUITE1800 • DENVER,COLORADO80203 • PHONE: (303)863-7021

FAX#: (303)863-7210

May 17, 1991

Ms. Vicki Kearney
Utah Oil & Gas Commission
355 West North Temple
Three Triad Center
Suite 350
Salt Lake City, Utah
84180-1203

Dear Ms. Kearney:

Please keep all Chuska Energy Company data confidential until

further notice.

Thanks,

Herbert P. Mosca
Chuska Staff Geologist

SAY2 0 1991
DIVISIONOFOILGAS&
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